The Deluxe Learning Center is built for reliability and performance in classroom settings. The seven built-in headphone jacks of the CAS5272 are perfect for language labs, ELL / ELD applications, literacy groups and books on tape. It can also be used for presentations, where its Directional Sound™ feature distributes sound out to the audience, not up at the ceiling.

1. Deluxe CAS5272 Cassette Player/Recorder
   - Seven built-in headphone jacks for group learning centers
   - Cue and Review feature
   - AC/DC cassette recorder/player
   - Built-in electret microphone won’t get lost or misplaced
   - Pause and tone controls
   - 10 Watt amplifier powerful enough for up to 100 people
   - Input for optional remote start/stop dynamic mic (4805AV)
   - Public address capability

2. Rugged Polypropylene Carry / Storage case
   - Holds entire listening center contents
   - Impact resistant

3. Six 2924AVP Monaural headphones
   - Fully adjustable, noise-reducing earcups made with rugged ABS plastic for added durability
   - One year warranty for school use - unlike media players purchased from consumer electronics stores whose warranties would be voided if used in schools

“Project Intercept”
Please contact us immediately if you experience any difficulties with your CAS5272PLC. Our “Project Intercept” customer service program will quickly repair or replace items under warranty. Simply contact us via phone or email warranty@califone.com.

Visit our website to register your product and to learn more about the complete line of Califone® audio enhancing and visual technology products including: Wired and Wireless public address systems and lecterns, wireless microphones, headphones & headsets, group listening centers, multimedia players, computer peripheral products and installed classroom infrared systems.

We are proud of helping teachers enhance student understanding and achievements since 1947, with your satisfaction as our first priority.

This Listening Center carries a one year warranty with service support available through authorized dealers nationwide.

Specifications

**Deluxe CAS5272 Cassette Player/Recorder**

- **Power Output**: 10 Watts RMS into 4 ohms
- **FF/Rew Time**: 120 seconds (C-60 recommended tape)
- **Microphone**: Built-in electret
- **Record Level Control**: Record Level Indicator - 5 LED
- **Mechanism**: Full Auto Stop (all modes)
- **Controls**: Record, Play, Cue, Review, Eject, PA, Pause, Volume, Tone, Switchable ALC
- **Tape Counter**: 2 X 3 digit ICIA standard
- **Output Jacks**: Six 1/4” headphone, one 1/4” headphone/speaker, AUX Line, 1/4” phone
- **Input Jacks**: 1/4” AUX In, 3.5mm Mic, 2.5mm remote
- **Power Requirements**: 120 VAC 50-60 Hz or 4 “D” batteries or 240V 50Hz (CE version)
- **Dimensions**: 11” L x 10.8” W x 3.4” H

**Monaural Headphones 2924AVP**

- **Earcups**: Ambient noise-reducing earcups, with slotted baffles preventing access to the inner speaker
- **Construction**: Earcups made with rugged ABS plastic for added durability
- **Sensitivity**: 98dB ± 3dB at 1kHz
- **Volume Control**: Continuously variable
- **Ear Cushion**: Foam-filled leatherette
- **Cord**: Coiled 6’ with reinforced attachment
- **Plug**: 1/4” Nickel plated for optimal connection
- **Ear Pad**: PVC (Washable)
- **Headband**: Rugged PVC with Comfort Sling

**2001**

- **Rugged storage / carry case**
- **Warranty**: 1 year from date of purchase
- **Weight**: Total ship weight 15 pounds

**CPSIA**
For more information on any Listening Center component, consult its individual spec sheet, or click here for safety compliance info under the Consumer Product Safety Improvement Act.

Califone® International Inc. 800-722-0500 www.califone.com

CAS5272PLC, November 2011