With high sensitivity response and a rugged brushed finish, the DM-39XLR is perfect for vocal presentations. Its universally formatted XLR connection plugs into great Califone® quality sound.

DM-39XLR Dynamic Mic Features

• 600 ohm dynamic microphone
• 30’ cable
• XLR plug
• One year warranty for school use - unlike microphones purchased from consumer electronics stores whose warranties would be voided if used in schools

Specifications

- Directional characteristic: Cardioid Unidirectional
- Frequency response: 50 - 15KHz
- Impedance: 600 Ohms ± 30%
- Sensitivity: -75dB ± 3dB
- Dimensions: 2.16” (at widest) x 7.09” length
- Weight: 0.65 lb., shipping weight 2.05 lbs
- Cable: 30 ft.
- Housing: Die-cast Zinc
- Finish: Grey
- Plug: XLR plug (male)
- Safety: Approved safe for use in school, business, government and church facilities
- Warranty: 1 year from purchase date

The DM-39XLR works with PA920, PA3XX series and PAIRSYS.

Visit our website at www.califone.com to learn more about the complete line of Califone® audio products including: Wireless public address systems, wired and wireless headphones & headsets, wired and wireless microphone systems, group listening centers, multimedia players and computer peripheral products. We are proud of helping teachers enhance student understanding and achievements since 1947, with your satisfaction as our first priority.

The DM-39XLR microphone carries a one year warranty with service support available through authorized dealers nationwide.